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SKU Designation
French

Law
Length

(cm)
Width
(cm)

Height
(cm)

Weight
(g)

Magnification
Min

Magnification
Max

MSRP

OP0218 6X-30X50 Vente libre 18  6  12  510  6x  30x  
1505.00 € incl.

tax

High resolution color night vision, 6x to 30x magnification.
100% electronic it allows with its many settings to see in the darkest places! Works in daylight as well as in
complete darkness.
It comes with a regional wall power adapter, 2 CR123A batteries, a battery charger, a daylight color
enhancing filter, a carrying case, a padded shoulder strap, an 8 GB microSD memory card, a video cable,
USB cables.

6x to 30x magnification
Photo resolution: 1440 x 1080 p
1080p HD video at 60 fps, AVI
Minimum focusing distance: 80 cm
IR illuminator: LED, integrated
Night range 1/4 moon: 250 m
WIFI connection
Recording of photos or videos on micro-SD card
Accepts rechargeable batteries.

The LN-G2-B50 binoculars offer all the features needed for outdoor enthusiasts. Binoculars can make a
useful and fun contribution to your arsenal for hunting, birding, search and rescue, and stargazing adventures.

To accomplish these tasks, the device comes with a capable Full HD CMOS, Micro-flat HR 800x600 color
display, Wi-Fi streaming capability, microSD storage capability, infrared illuminator and full glass optics.

Thanks to its enhancements, you will be able to capture high-resolution still images and FHD 1080p videos
with frame rates of up to 60 fps.

The new ISO setting allows you to match the sensor gain to the lighting conditions, allowing you to achieve
optimal contrast, brightness and image detail.
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In addition to viewing in color, black and white, NVD green, or streaming data on your mobile device, you
can also relay the PAL or NTSC video signal to a TV monitor or VCR.

Sensor type / Resolution / Sensitivity: SONY CMOS Full-HD / 1920x1080 / 0.002lux
Screen: 2 micro-flat color LCD screens 800x600 HR
Still image resolution: 1400x1080p, JPEG
Video resolution: Full-HD 1080p, 60fps, AVI
Output signal: PAL / NTSC
Image magnification: 6-30x
Night vision range: 250 m
Field of view: 7 °
Memory: Micro SD card (up to 128 GB)
Power supply: 2 x 3V Lithium (CR123A), USB port
Operating time: 4 hours
Operating temperature: -10 + 50 ° C (14-122F)
Two sockets: 1/40 '' - 20 integrated
Guarantee: 12 months

Les prix de vente conseillés sont mentionnés à titre indicatif. Les armuriers sont libres de vendre au prix
qu'ils souhaitent. Textes et photos non contractuels, sujet à modification.


