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SKU Designation French Law Length (cm) Width (cm) Height (cm) Weight (g) Battery MSRP

NUM547 PIE1076 camera trap Vente libre 14  96  84  465  LR-6 - AA  120.00 € incl. tax

Capture every moment with the PIE1076, a trail camera offering exceptional image quality and ultra-
wide detection.
The NUM'AXES PIE1076 camera trap is designed for nature enthusiasts and professionals looking to
monitor wildlife or secure a property. Featuring a 24-megapixel sensor, it captures sharp images and Full HD
1080p videos, ensuring remarkable visual quality. Its 120° detection angle and 84° field of view provide
extensive coverage, ideal for not missing any movement. The loop recording function ensures that the most
recent moments are always saved, even when the memory card is full. Designed to withstand the elements
with an IP65 certification, the PIE1076 is a reliable tool in all circumstances.

High Resolution : 24MP photos and 1080p Full HD videos for detailed images.
Wide Coverage : 120° detection angle and 84° field of view for wide surveillance.
Loop Recording : Ensures that recent moments are saved even when the memory is full.
Weather Resistance : IP65 certified for reliable outdoor use.
Ease of use : Simple programming and intuitive user interface.

 

Technical characteristics:

Photo resolution : 24 MP.
Video resolution : Full HD 1080p.
Detection angle : 120°.
Field of vision : 84°.
Trigger speed : Approx. 0.4 seconds.
Infrared flash : Invisible black LEDs with a range of approximately 20 m.
Power supply : 8 AA batteries (not included).
Waterproofing : IP65 standard.
Dimensions : 141 x 96 x 84 mm.
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Weight : 277 g without batteries; 465 g with batteries.
Memory : 4GB to 32GB micro SD card, class 10 minimum (not included).
Operation : Photo, video, photo + video, time-lapse modes.
Loop Recording : Programmable – continues recording by deleting the oldest files when the memory
card is full.
Timestamp : Date, time, moon phase, temperature, camera name on photos.
Compatibility : Compatible with external power supply (power pack or solar panel).
Warranty : 2 years.

The PIE1076 camera trap is an essential tool for anyone looking to monitor wildlife or ensure the security of
their property. Its high 24-megapixel resolution ensures exceptionally clear images, capturing every detail
with precision.

The ability to record Full HD 1080p video allows you to document animal behavior or monitor sensitive
areas with professional quality. The ultra-wide 120° detection angle combined with an 84° field of view
ensures maximum coverage, reducing blind spots and increasing the chances of capturing important events.

The loop recording feature is particularly useful for extended surveillance, ensuring that the most recent
moments are always saved, even if the memory becomes full. Designed to withstand the harshest outdoor
conditions, the PIE1076 is IP65 certified, ensuring protection against dust and water spray.

Its ease of programming and intuitive interface make it an ideal choice for both beginners and experienced
users. By choosing the PIE1076, you are investing in reliable and high-performance equipment, backed by
the expertise of NUM'AXES, a trusted brand in the field of monitoring and observation.

Les prix de vente conseillés sont mentionnés à titre indicatif. Les armuriers sont libres de vendre au prix
qu'ils souhaitent. Textes et photos non contractuels, sujet à modification.


